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ABSTRAK 

Krisdianto, 2023, Perencanaan Perkerasan Lentur Sebagai Jalan Penghubung 
Desa Pakel – Desa Karangan Kecamatan Bareng Kabupaten Jombang. Jurusan 
Teknik Sipil, Fakultas Teknik Sipil dan Perencanaan, Institut Teknologi Nasional 
Malang. Pembimbing : Dr. Ir. Nusa Sebayang, MT. dan Annur Ma’aruf, ST., MT. 

 

Jalan merupakan salah satu prasarana dalam transportasi darat yang 
memegang peranan penting, karena jalan memiliki kendali penting dalam proses 
perkembangan suatu wilayah dan erat kaitannya dengan pergerakan aktivitas 
manusia. Ruas jalan ini direncanakan sebagai jalan penghubung Desa Pakel – Desa 
Karangan Kecamatan Bareng Kabupaten Jombang dengan menggunakaan 
perkerasan lentur. Ruas jalan ini menurut fungsi nya termasuk dalam jalan lokal 
primer dengan status jalan kabupaten dan kelas jalan III, dengan tipe jalan 2 lajur, 
2 arah dengan lebar lajur lalu lintas 2 x 2,5 meter dan lebar bahu jalan 2 x 2 meter 
dan Panjang jalan 3,05 km. Perencanaan jalan ini dimaksudkan untuk 
mempermudah akses jalan bagi masyarakat Desa Pakel yang ingin menuju Desa 
Karangan begitu pun sebaliknya. 

Data-data yang digunakan dalam perencanaan perkerasan jalan lentur ada 
dua data yaitu data primer dan data sekunder. Data primer meliputi data Daya 
Dukung Tanah Dasar dengan pengujian menggunakan alat DCP (Dynamic Cone 
Penetration) dengan jarak 200 meter pertitik. Dan Survey Asal Tujuan yang 
berguna untuk mengetahui volume kendaraan yang direncanakan melewati jalan 
tersebut dengan waktu survey 7 x 24 jam yang dilakukan di 2 titik. Metode yang 
digunakan dalam proses perencanaan tersebut mengacu pada Metode Bina Marga 
MDPJ No.04/SE/Db/2017 serta diperhitungkan Rencana Anggaran Biaya dengan 
menggunakan HSPK (Harga Satuan Pokok Kegiatan) Kabupaten Jombang Tahun 
2023 dengan menggunakan acuan Peraturan Menteri Pekerjaan Umum dan 
Perumahan Rakyat Republik Indonesia No.28/PRT/2022. 

Hasil Perhitungan perencanaan pada perkerasan lentur dengan umut rencana 
20 tahun menunjukan bahwa perkerasan menggunakan Laston didapatkan tebal 
perkerasan lentur AC-WC setebal 4 cm, AC-BC setebal 6 cm, AC-Base setebal 8 
cm dan LFA Kelas A setebal 30 cm. Besar biaya yang diperlukan untuk 
perencanaan Perencanaan Perkerasan Lentur Sebagai Jalan Penghubung Desa Pakel 
– Desa Karangan Kecamatan Bareng Kabupaten Jombang sebesar 5.983.461.000 
(Lima Milyar Sembilan Ratus Delapan Puluh Tiga Juta Empat Ratus Enam Puluh 
Satu Ribu Rupiah). 

 

 

Kata kunci : Tebal Perkerasan Lentur, Perkerasan Jalan, Metode Bina Marga 
2017, Rencana Anggaran Biaya (RAB) 
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ABSTRACT 

Krisdianto, 2023, Flexible Pavement Planning as a Connecting Road for Pakel 
Village - Karangan Village, Bareng District, Jombang Regency. Department of 
Civil Engineering, Faculty of Civil Engineering and Planning, National Institute of 
Technology Malang. Advisor : Dr. Ir. Nusa Sebayang, MT. and Annur Ma'aruf, 
ST., MT. 

 
Roads are one of the infrastructures in land transportation that plays an 

important role, because roads have an important control in the development process 
of a region and are closely related to the movement of human activities. This road 
section is planned as a connecting road between Pakel Village and Karangan 
Village, Bareng District, Jombang Regency, using flexible pavement. This road 
segment according to its function is included in the local secondary road with the 
status of a village road and class III road, with a 2-lane, 2-way road type with a 
traffic lane width of 2 x 2.5 meters and a road shoulder width of 2 x 2 meters and 
road length 3.05km. This road planning is intended to facilitate road access for the 
people of Pakel Village who want to go to Karangan Village and vice versa. 

There are two data used in flexible pavement planning, namely primary data 
and secondary data. Primary data includes data on the bearing capacity of the 
subgrade by testing using the DCP (Dynamic Cone Penetration) tool at a distance 
of 200 meters per point. And Origin Destination Survey which is useful for knowing 
the volume of vehicles that are planned to pass through the road with a survey time 
of 7 x 24 hours which is carried out at 2 points. The method used in the planning 
process refers to the Bina Marga MDPJ Method No.04/SE/Db/2017 and is 
calculated for the Budget Plan using the Jombang Regency 2023 HSPK (Basic 
Activity Unit Price) using the reference to the Regulation of the Minister of Public 
Works and Public Housing Republic of Indonesia No.28/PRT/2022. 

The results of planning calculations on flexible pavements with a 20-year 
design life show that pavements using Laston obtained flexible pavement 
thicknesses of 4 cm thick AC-WC, 6 cm thick of AC-BC, 8 cm of AC-Base and 30 
cm of Class A LFA. The amount of money required for the planning of Flexible 
Pavement Planning as a Connecting Road from Pakel Village to Karangan Village, 
Bareng District, Jombang Regency is 5,983,461,000 (Five Billion Nine Hundred 
Eighty Three Million Four Hundred Sixty One Thousand Rupiah). 

 

 

Key words : Flexible Pavement Thickness, Road Pavement, 2017 Highways 
Method, Budget Plan 


